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AEKJIAPAIIUST 3A CbOTBETCTBHE
DECLARATION OF CONFORMITY

Hoaynoanucanusr: ,,Slurpa Texnonomxu O0O/]
Undersigned: ,,Qntra Tehnology Ltd”

Aapec: 1505 Codust yn.Ilonosa marnka Ned7, er.2
Address: 1505 Sofia,47 Popova Shapka Str., f1.2.
JInue 3a kouraxru: Opaun [erpos

Contact person: Orlin Petrov

Tenedon: 0242197 07 , En. nowa: info@qntra.com
Phone: + 35924219707 , E-mail: info@qntra.com

I[elc.ﬂapnpaM Ha CBOsI OTTOBOPHOCT, Y€ NPOAYKTbT
Declare under my sole responsibility that the product

Bun: M3xoneH napkunr TepMuHan

Type: Exit Parking Terminal

Mozen (HaumeHoBaHHe 1M O3HAYEHHE): QPM-200-Exit
Model (denomination or denotation): QPM-200-Exit
Ilpoussonuren: ,,SIutpa Texnonomkn OO , Bbarapus
Manufacturer: ,,Qntra Tehnology Ltd., Bulgaria

ChbOTBETCTBA HA H3HCKBAHUSTA HA CJeJHUTE HﬂpeKTHBH .

Complies with the requirements of the following Directives:

Machinery Directive 2006/42/EC

Low —voltage Directive 2006/95/EC

Electromagnetic compatibility Directive 2004/108/EC
RoHs directive 2011/65/EU

KaKTO CbOTBETCTBA U HA CJIEJHHUTE CTaHAApPTH H CHCHHq)HKaHHH .
and is in conformity with the following standards and other specifications such as

EN 12100-1: Machinery - Basic terminology and methodology.
EN 12100-2: Machinery — Technical principles and specifications.
EN 60204-1: Safety of machinery. Electrical equipment of machines. General requirements.
EN 61000-6-2: Electromagnetic compatibility (EMC). Generic standards. Immunity standard
for industrial environments.
EN 61000-6-3: Electromagnetic compatibility (EMC). Generic standards. Emission standard for
residential, commercial and light-industrial environments.
BDS EN 55022:2010 Information technology equipment — Radio disturbance characteristics — Limits and
methods of measurement — cl.5, cl. 10;
BDS EN 61000-3-2:2006+A1:2009+A2:2009 Electromagnetic compatibility (EMC).
Part 3-2: Limits — Limits for harmonic current emissions (equipment input current <=16 A per phase).
BDS EN 61000-3-3:2008 Electromagnetic compatibility (EMC).
Part 3-3: Limits — Limitation of voltage changes, voltage fluctuations and flicker in public low-voltage
supply systems, for equipment with rated current < 16A per phase and not subject to conditional
connection.

BDS EN 55024:2010 Information technology equipment — Immunity characteristics — Limits and methods
of measurement
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BDS EN 61000-4-2:2009 Electromagnetic compatibility (EMC).

Part 4-2: Testing and measurement techniques — Electrostatic discharge immunity test

BDS EN 61000-4-4:2004+A1:2010 Electromagnetic compatibility (EMC).

Part 4-4: Testing and measurement techniques — Electrical fast transient/burst immunity test
BDS EN 61000-4-5:2006 Electromagnetic compatibility (EMC).

Part 4-5: Testing and measurement techniques — Surge immunity test

BDS EN 61000-4-8:2010 Electromagnetic compatibility (EMC).

Part 4-8: Testing and measurement techniques — Power frequency magnetic field immunity test
BDS EN 61000-4-11:2004 Electromagnetic compatibility (EMC).

Part 4-11: Testing and measurement techniques-Voltage dips, short interruptions and voltage variations
immunity test
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Place and date:  Sofia,  13.08.2014 Stamp , Signature:
Ve
Hme u gbxkHOCT: Opaun HeTpoB, Ynpaeuten —
Name and position: Orlin Petrov, Manager .
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